*$ADJUSTABLE DOWNLIGHTS

design: Lapo Grassellini

Supply current
Courant d'alimentation
Corriente de alimentacion

500mA (V, 18V)

DD w20 ED.

FLEXALIGHTING

NORTH AMERICA

Power
Pouissance
Potencia

10w

(2.76")
Photometric diagrams CCT  Flux CRI CCT Flux CRI ’
F971 F972 F973 A113 2700K | 9211m | 98+ Dim to Warm | 725 im | 95
1800K-3000K
. 5 ; "t 3000K | 9771m | 98+ e
3500K | 1016 Im | 98+
60, 60, 60 50 4000K | 1055 Im | 98+
36° 46° 60° 20+55° (Elliptical)
Code Construction Drivers (Remote) Static White  Phase / 0-10V (Dual Dimming)
Construction du code produit Alimentateurs 500mA
Construccion del codigo de producto MN1 | X‘XX ‘9‘ X | Alimentadores
ﬁ:ﬂgPﬁ01o-A ﬁ:ﬂcpﬁo4o-A
Finishing - Color Temp. @ . Beam angle . Mo, 1 Mo 3
I@I Finitions XX Température couleur X Angle de faisceau Series wiring . ax.
Acabados Temperatura de color Angulo del haz Cablage en série
1 White 27 2700K S 36° Cableado en serie DimtoWarm  Phase / 0-10V (Dual Dimming)
Blanc 400mA
Blanco 30 3000K M 46 © © t t
35 3500K 60° CCPRO10-A CCPRO40-A
5 Black W min‘ 11 mm. 13
Noir 4() 4000K 20+55° o o
' Elliptical
Negro DW Dim Wemn (Efliptical) H !
C Custom Custom Turnable White
Personnalisée - For other driver ontions - 500mA
Personalizado Personnalisce inluding Lutron, il and DMX - " t
Personalizado please consult factory Please consult factory for
driver options

Optionals - Accessoires - Accesorios

IC Housings

1C064R01070 AT064R01070
Recessed Box for Alir Tight Recessed
Insulated Ceiling Box for Insulated
with 70mm Hole Ceiling with

70mm Hole






